Guarantee for the highest quality

Manufacturing & Offering Hot Runner Controllers
to World's best company

@ TEMPCONTROLS

The Best Hot Runner Conirolier
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Hot runner system

TC-880 Series

Single Zone Type

Features

B Controlling precisely temperature with adopting new PID algorithm
B Protecting over voltage and false connection
W Displaying parameters
(T/C setting, degree F/C indication, operation state,Soft, etc)
B Detecting errors (alarm, voltage, heater short, triac short)
B Correcting Temperature (difference and slope compensation)
W Algorithm to prevent triac breakage
(improve cooling efficiency of heat sink, adopt high capacity triac)

B Protection function against wiring error, heater short, over voltage, over current
W TC-880 uses cartridges.

When a unit causes problem,

just replace the unit cartridge.

It does not affect whole system operation.
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SPECIFICATIONS

Input Power 3-Phase 3Lines + E(4 wire) 220 VAC 50/60 Hz, £10%
3-Phase 4lines + E(5 wire) 380VAC 50/60 Hz, +10°A'>
Measurement Accuracy +0,3% for the range 30C to 400C (TC-B80 Serie: i
+0.3C for the range 30°C fo 500C (TC-3200 Series)
Tuning Method Auto Tuning PID or Manual PID Control
Thermocouple Inputs Grounded or Ungrounded
Thermocouple Type IC{J) or CA(K) Type Supported
Heater Outputs All Zones rated at 240 VAC. 15 Amps per zone standard
Control Zones TC-880 : 1~60 Zones
TC—3200 : 6 ~144 Zones
Alarms Over voltage protection
Short circuit protection for each zone (both legs fused)
Alarms Open circuit heater
Open circuit Fuse(s)
High and Low temperature
QOpen, Shorted or Reversed Thermocouple(s)

TC-3200 series enables integration management easily
because temperature controller and sequence injection timer controller
are into one system. (Easy to control)

Features

Intuitive Ul and Various display panels

Monitoring mold files

Testing mold

Report function

Windows operating system

Controlling 6 ~144 zones

Adopt Sequence injection timer (optional 1~16 gates )
Protecting over voltage

Realizing excellent performance with 32bit processor
Protection from overheat

Balance control function

48 Zones | Lite | 48 Zones | Lit || TC-3200 Unit

Lite |, 1l (7”& 10.2"color touch LCD)

Changing thermocouple function
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Features

H Select output voltages:

Users can select output voltage of sequence timer
either DC24V or AC 220V in order to have equal cutput voltage

for solenoid input voltage

W Operation Modes :
With supporting A/B/C modes, users can set open & close time of gate

depending on user’s various operating conditions

W Free voltages:
A Timer detect any input voltages automatically

like DC24V, AC110V, AC 220V, etc.

4.bmp
(1236 X 1750)



SPECIFICATIONS

Main Power Supply Single Phase AC 90V ~ AV 250V (50/60Hz) (Free Voltage Use)
Injection Signal Input Power Supply IN DC 24V [/ AC 110V / AC 220V

Solenoid Valve Voltage DC 24V [/ AC 220V

Solenoid Valve Load DC 24V [ Total 2A, AC220V / Total 2A

Operation Conditions -10c~50C
Time Range 9.99 / 99.9 / 999 Sec
Mode Specification A/ B/ C Mode
Control Solenoid Valve TS-780 : 8 Gates
TS-800:4 /6 /8 Gates
TS-910 : 1 ~ 16 Gates (Optional 40 Gates)

Features

B Easy controlling and indentifying the operation status of 8 gates
B 7 segment type display

B Supporting Mode A/B1/B2

W Manual output function

W Compact size, Light weight

Features

M Easy monitoring the operation status
with supporting various displays like text, graphic, digital, etc

B Touch screen

B Managing mold file function

W Protecting over voltage input function

W Setting and controlling 40 gates simultaneously Compact size
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TEMPCONTROLS

The Best Hot Runner Controller

1 TempControls
#408, Byuksan digital valley1, 212-16, Guro 3-dong, Guro-gu, seoul
152-775, South Korea
Tel: +82-2-2636-8850~1(Mr. Tony Jang)
Fax; +82-2-2636-8852
Further inquries and development suggetions,
please emalil to tony@tempcontrols.co.kr

B http://www.tempcontrols.co.kr
http://www.tempcube.com
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